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you must evaluate in making this de-
termination are specified in § 63.11173(a) 
through (d). For surface coating oper-
ations, the relevant requirements are 
specified in § 63.11173(e) through (g). 

(3) The date of the Notification of 
Compliance Status. 

(4) If you are the owner or operator of 
an existing affected paint stripping 
source that annually uses more than 
one ton of MeCl, you must submit a 
statement certifying that you have de-
veloped and are implementing a writ-
ten MeCl minimization plan in accord-
ance with § 63.11173(b). 

§ 63.11176 What reports must I submit? 
(a) Annual Notification of Changes 

Report. If you are the owner or oper-
ator of a paint stripping, motor vehicle 
or mobile equipment, or miscellaneous 
surface coating affected source, you are 
required to submit a report in each cal-
endar year in which information pre-
viously submitted in either the initial 
notification required by § 63.11175(a), 
Notification of Compliance, or a pre-
vious annual notification of changes 
report submitted under this paragraph, 
has changed. Deviations from the rel-
evant requirements in § 63.11173(a) 
through (d) or § 63.11173(e) through (g) 
on the date of the report will be 
deemed to be a change. This includes 
notification when paint stripping af-
fected sources that have not developed 
and implemented a written MeCl mini-
mization plan in accordance with 
§ 63.11173(b) used more than one ton of 
MeCl in the previous calendar year. 
The annual notification of changes re-
port must be submitted prior to March 
1 of each calendar year when reportable 
changes have occurred and must in-
clude the information specified in para-
graphs (a)(1) through (2) of this section. 

(1) Your company’s name and the 
street address (physical location) of the 
affected source and the street address 
where compliance records are main-
tained, if different. 

(2) The name, title, address, tele-
phone, e-mail address (if available) and 
signature of the owner and operator, or 
other certifying company official, cer-
tifying the truth, accuracy, and com-
pleteness of the notification and a 
statement of whether the source has 
complied with all the relevant stand-

ards and other requirements of this 
subpart or an explanation of any non-
compliance and a description of correc-
tive actions being taken to achieve 
compliance. 

(b) If you are the owner or operator 
of a paint stripping affected source 
that has not developed and imple-
mented a written MeCl minimization 
plan in accordance with § 63.11173(b) of 
this subpart, you must submit a report 
for any calendar year in which you use 
more than one ton of MeCl. This report 
must be submitted no later than March 
1 of the following calendar year. You 
must also develop and implement a 
written MeCl minimization plan in ac-
cordance with § 63.11173(b) no later than 
December 31. You must then submit a 
Notification of Compliance Status re-
port containing the information speci-
fied in § 63.11175(b) by March 1 of the 
following year and comply with the re-
quirements for paint stripping oper-
ations that annually use more than one 
ton of MeCl in §§ 63.11173(d) and 
63.11177(f). 

§ 63.11177 What records must I keep? 
If you are the owner or operator of a 

surface coating operation, you must 
keep the records specified in para-
graphs (a) through (d) and (g) of this 
section. If you are the owner or oper-
ator of a paint stripping operation, you 
must keep the records specified in 
paragraphs (e) through (g) of this sec-
tion, as applicable. 

(a) Certification that each painter 
has completed the training specified in 
§ 63.11173(f) with the date the initial 
training and the most recent refresher 
training was completed. 

(b) Documentation of the filter effi-
ciency of any spray booth exhaust fil-
ter material, according to the proce-
dure in § 63.11173(e)(3)(i). 

(c) Documentation from the spray 
gun manufacturer that each spray gun 
with a cup capacity equal to or greater 
than 3.0 fluid ounces (89 cc) that does 
not meet the definition of an HVLP 
spray gun, electrostatic application, 
airless spray gun, or air assisted airless 
spray gun, has been determined by the 
Administrator to achieve a transfer ef-
ficiency equivalent to that of an HVLP 
spray gun, according to the procedure 
in § 63.11173(e)(4). 
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